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I
TREE TO LOT 44 MOVED TO 6.5m FROM 43/44 BDRY
AT REQUEST OF LOT PURCHASER.
NOTE: THE TREE MUST STILL BE LOCATED
MINIMUM 4.0m FROM THE STREET LIGHT AND 1.5m
FROM THE FOOTPATH CROSSING TO COMPLY WITH
COUNCIL REQUIREMENTS.
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TREE TO LOT 29
MOVED TO 4.0m
FROM 28/29 BDRY 29
AT REQUEST OF LOT 47gm:
PURCHASER.
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629m?

EXISTING TREE WITH POOR FORM

m.}g-gggk%gﬁ*@ é:é‘okgﬁgv-gg AS Goldie St road reserve treatment as discussed in

a. meeting on-site with council Coordinator
PER SITE MEETING 19-8-21. Arboriculture and Environmental Management
19/8/2021. Existing trees to be retained subject
to successful civil construction without damaging
roots. Mix of Eucalyptus microcarpa (Grey Box)
and Eucalyptus leucoxylon (Yellow Gum).
Treatment as discussed in site meeting including
careful excavation for services (hydro-excavation
if required). Council Arborist to be contacted if
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NS Q"’* LT ) contractor is concerned about particular roots.
K 0‘0’\0‘6}9}"9“ Tree protection fencing to include existing
SR .
~_ S »'IA:.:IA}' — Dianella understorey plants among trees.
~ = o Surrounding weeds are to be controlled and
TS~ disturbed areas mulched to council satisfaction at

preliminary acceptance.
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EXISTING TREES TO BE

RETAINED

AS PER CIVIL PLANS. TYPICALLY
EUCALYPTUS MICROCARPA AND EUCALYPTUS
LEUCOXYLON

PROPOSED ADVANCED

STREET TREE

REFER PLANT SCHEDULE SHEET AND STREET
TREE PLANTING DETAIL (FOUR STAKE)
SHEET LA-02.

NOTE: FINAL LOCATION OF STREET TREES
TO BE SET OUT AND APPROVED ON-SITE
PRIOR TO INSTALLATION. TREE LOCATIONS
SHOWN ON THIS PLAN ARE TO BE

USED AS A GUIDE ONLY, AND WILL REQUIRE
ADJUSTMENT ON-SITE TO FIT IN WITH
ABOVE AND BELOW GROUND FIXTURES AND
SERVICES.

NOTE: TREES TO BE LOCATED MINIMUM
4.0m OFFSET FROM STREET LIGHTING AND
2.5m OFFSET FROM ELECTRICAL JOINTS.
ALL ELECTRICAL JOINT LOCATIONS ARE TO
BE IDENTIFIED BY THE CONTRACTOR FROM
AS CONSTRUCTED PLANS, AND TREE
LOCATIONS ADJUSTED ACCORDINGLY.

TYPICAL NATURE STRIP
SURFACE TO BE EVENLY GRADED WITH
50-75mm DEPTH SITE TOPSOIL TO
FINISH FLUSH WITH ADJOINING BACK OF
KERB / FOOTPATH / PITS BY CIVIL
CONTRACTOR.

GOLDIE ST NATURE STRIP
AS NOTED. TREATMENT AS PER
MEETING WITH COUNCIL COORDINATOR
ARBORICULTURE AND ENVIRONMENTAL
MANAGEMENT 19/08/2021.
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ELECTRICAL JOINT

REFER ELECTRICAL DRAWINGS FOR FURTHER
INFORMATION.

NOTE: MINIMUM TREE OFFSETS ARE TO BE
OBSERVED, SHOWN DASHED. TREES TO BE
LOCATED MINIMUM 4.0m OFFSET FROM
STREET LIGHTING AND 2.5m OFFSET FROM
ELECTRICAL JOINTS.

ALL ELECTRICAL JOINT LOCATIONS ARE TO
BE IDENTIFIED BY THE CONTRACTOR FROM
AS CONSTRUCTED PLANS, AND TREE
LOCATIONS ADJUSTED ACCORDINGLY.

STREET TREES

REFER PLANT SCHEDULE SHEET LA-02.
NOTE: ALL STREET TREE SPECIES ARE AS PER

COUNCIL APPROVED STREET TREE DIAGRAM

FOR ESTATE, COUNCIL APPROVED 12/9/2018.

PC -

TC - TILIA CORDATA 'GREENSPIRE

QC -

PYRUS CALLERYANA "ARISTOCRAT
'‘ARISTOCRAT ORNAMENTAL PEAR
GREENSPIRE LINDEN

QUERCUS COCCINEA
SCARLET OAK

PLANNING PERMIT NO
DS/953/2014 CITY OF GREATER BENDIGO

NOTE

oIt is the responsibility of the person/s undertaking the works to
check the location and depth of all services prior to
commencing on site.

* The person/s undertaking the works shall be liable for any
damage to services during construction works.

* Any problems or discrepancies with these drawings must be
referred directly to the landscape architect, including any
species substitution.

« All dimensions are in millimetres unless otherwise noted.
Written dimensions take precedence over scaling.

Design and drawings © Brendan Bartlett.
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CONSTRUCTION NOTES:

TREES / PLANTING:

ALL TREES TO BE UN-DEFORMED DISEASE-FREE SPECIMENS WITH A SINGLE LEADER AND HEALTHY, UN-POT
BOUND ROOT SYSTEM. ANY IMPORTED TREES FROM TROPICAL / SUB-TROPICAL / HILLS CLIMATES MUST BE
HARDENED OFF TO LOCAL CONDITIONS WITH REDUCED WATERING FOR A PERIOD OF FOUR TO SIX WEEKS
PRIOR TO INSTALLATION. ALL PLANTING TO BE INSTALLED AS PER APPROPRIATE PLANTING DETAIL. FINAL
LOCATION OF STREET TREES ARE TO BE SET OUT AND APPROVED ON-SITE PRIOR TO INSTALLATION. STREET

TREE LOCATIONS SHOWN ON THIS PLAN ARE TO BE USED AS A GUIDE ONLY, AND WILL REQUIRE
ADJUSTMENT ON-SITE TO FIT IN WITH ABOVE AND BELOW GROUND FIXTURES AND SERVICES.

GENERAL CONSTRUCTION:

LOCATIONS OF UNDERGROUND AND OVERHEAD SERVICES SHALL BE CHECKED AND CONFIRMED BY THE
CONTRACTOR PRIOR TO ANY EXCAVATION AND/OR CONSTRUCTION. PLANT LOCATIONS MAY REQUIRE
MODIFICATION AS REQUIRED.
ALL WORK TO CONFORM TO CURRENT BUILDING CODE OF AUSTRALIA, AND RELEVANT AUSTRALIAN

STANDARDS. REFER ANY DISCREPANCIES INCLUDING QUANTITIES, AND UNAVAILABILITY OF MATERIALS
INCLUDING PLANTS TO THE LANDSCAPE ARCHITECT FOR DECISION AND/OR SPECIES OR MATERIALS
SUBSTITUTION.

REFER TO ADDITIONAL GENERAL NOTES THIS SHEET.

PLANT SCHEDULE AND QUANTITIES

POT SIZE | HT. AT CALIPER | APPROX.
HABIT | KEY BOTANIC NAME COMMON NAME SPACING BAG SIZE | PURCHASE | (DBH) HT. & SPR.| QTY | REMARKS
ADVANCED| PC PYRUS CALLERYANA 'ARISTOCRAT' | ARISTOCRAT ORNAMENTAL PEAR AS SHOWN 45 litre 1.8m MIN. | 30mm MIN. 11x7m 14 DECIDUOUS TREE
STREET
TREES TC TILIA CORDATA 'GREENSPIRE' GREENSPIRE LINDEN AS SHOWN 45 litre 1.8m MIN. | 30mm MIN. 9x6m 04 | DECIDUOUS TREE
QC QUERCUS COCCINEA SCARLET OAK AS SHOWN 45 litre 1.8m MIN. | 30mm MIN. 12x8m 20 DECIDUOUS TREE
PLANT SCHEDULE NOTES: TOTAL: | 38
ALL ADVANCED STREET TREES TO BE INSTALLED AS PER ADVANCED STREET TREE DETAIL (FOUR STAKE), THIS SHEET.
MULCHED _STREET TREE
SURFACE WITH
WATERING RING.
REFER DETAIL.
4 (NO.) TREE
STAKES AS PER
DETAIL, TO EACH
CORNER. 0.8m
SPACING TO
CENTRE OF STAKE
TREE: ALL TREES &—» TREE TIES. @
TO BE UN-DEFORMED REFER DETAIL.
SPECIMENS WITH A SINGLE
LEADER AND HEALTHY, UN-POT E%ISZSONTAL
it L,
PER DETAIL, TO
/ SUB-TROPICAL / HILLS CLIMATES ALL FOUR
MUST BE HARDENED OFF TO SIDES.
LOCAL CONDITIONS WITH S
REDUCED WATERING FOR A
PERIOD OF FOUR TO SIX WEEKS E| STAKES TRIMMED LEVEL STAKE LAYOUT PLAN
PRIOR TO INSTALLATION. S| WHERE NECESSARY, 1.3m
—|  APPROX. FROM GROUND. NOT TO SCALE
CROSS SUPPORTS: CROSS L\q‘l//_ ———— IL’ I STAKES: 4 (NO.) 75 x 75 x 2400mm TREATED PINE OR H.W. STAKES, AS
e s PER LAYOUT PLAN. STAKES DRIVEN VERTICALLY, 700mm MIN. INTO
INSTALLED HORIZONTALLY 150mm ) \ I I GROUND, CLEAR OF ROOTBALL AND ALL UNDERGROUND SERVICES.
BELOW FINISHED TOP OF STAKES \ . ALL STAKES ARE TO BE STRAIGHT, AND FREE OF KNOTS AND CRACKS.
7 TREATED PINE : ; | F\ STAKES TO BE PAINTED WITH TWO COATS OF BLACK PAINT SUITABLE
0x35mm ) | FOR EXTERIOR TIMBER.
ATTACHED TO STAKES WITH /
GALVANIZED SCREWS. TIMBER TO e TIES: 50mm WIDE BLACK NYLON TIES FIXED TO STAKE
BE PAINTED WITH TWO COATS OF WITH GALVANIZED NAILS OR STAPLES IN FIGURE-EIGHT
BLACK PAINT SUITABLE FOR PATTERN. TIES TO BE AT OR BELOW ONE-THIRD OVERALL
EXTERIOR TIMBER. TREE HEIGHT. TIES TO RUN DIAGONALLY BETWEEN BOTH
FINISHED LEVEL: TOP OF ROOTBALL \ | SETS OF DIAGONAL POSTS. REFER LAYOUT PLAN.
TO MATCH SURROUNDING FINISHED e MULCH: 75mm DEPTH APPROVED ORGANIC MULCH
SURFACE LEVEL. OUTSIDE OF WATERING RING, NOMINAL DEPTH MULCH
INSIDE RING TAPERING TO NOTHING AT TREE STEM.
NATURE STRIP LEVEL
WATERING RING: @ B %
INSTALL GREENWELL ROOTBALL HOLE DEPTH: PLANTING HOLE TO
WATER SAVER (REGULAR 7 BE NO DEEPER THAN THE
SIZE), BLACK COLOUR, ROOTBALL. HOLE SIDES TO BE
AS PER MANUFACTURERS / SLOPED AT 45°, AND BROKEN DOWN
INSTRUCTIONS. 47! - NO SMOOTH EDGES.
BACKFILL: ONLY USE @——— 7 / % /
EXCAVATED SITE SOIL AND
LIGHTLY COMPACT IN \/ \/
LAYERS, ENSURING THERE ANNING PERMITT IO

ARE NO AIR POCKETS,
ROCKS, WEEDS AND OTHER
DEBRIS. APPLY 'OSMOCOTE'
FERTILIZER FOR NATIVE
PLANTS (OR NEAREST
APPROVED EQUIVALENT) AS
PER MANUFACTURERS
INSTRUCTIONS.

EDGES.

HOLE WIDTH: TO PROMOTE LATERAL ROOT GROWTH,
THE PLANTING HOLE SHALL BE THREE TIMES THE
DIAMETER OF THE ROOTBALL. HOLE SIDES TO BE
SLOPED AT 45°, AND BROKEN DOWN - NO SMOOTH

ADVANCED STREET TREE PLANTING DETAIL (FOUR STAKE)

NOT TO SCALE

MARONG RUN STAGE 8

LANDSCAPE PLAN (2 OF 2)

Registered Landscape Architect AILA | www.bbart.netau | brendan@bbart.net.au | 0409 590 128 | PO Box 267 Eaglehawk VIC 3556

DS/953/2014 CITY OF GREATER BENDIGO

NOTE

oIt is the responsibility of the person/s undertaking the works to
check the location and depth of all services prior to
commencing on Site.

* The person/s undertaking the works shall be liable for any
damage to services during construction works.

* Any problems or discrepancies with these drawings must be
referred directly to the landscape architect, including any
species substitution.

* All dimensions are in millimetres unless otherwise noted.
Written dimensions take precedence over scaling.

«Design and drawings © Brendan Bartlett.
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